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1. PRODUCT NAME 

Carter-Dal 747 Admix 

2. MANUFACTURER 

Carter-Dal International 

445 Park Avenue HQ 

NY New York City 

New York 10022 

United States  Of America 

3. PRODUCT DESCRIPTION 

 
Carter-Dal International 747Additive is a specially designed  

additive for use with  Carter-Dal 1011 Powder to make high 

strength  thin-set bed up to 1/8" (3 mm) and medium bed up to 

5/8" (15 mm) mortars. For installing all types of ceramic tile and 

natural stone and agglomerates and  porcelain. Also for use with 

portland cement to make slurry bond coats for mortar beds and 

with thin set mortars to give improved performance and longer 

open time. 

To achieve longer open time under tropical or desert conditions, 

contact your local Carter-Dal Technical Office. 

Advantages 

▪ Interior and exterior installations. 

▪ Shock, chemical and frost resistant. 

▪ Increased bond and compressive strength. 

▪Water resistant; suitable for submerged applications. 

▪ 

Suitable Substrates 

▪ Concrete 

▪ Cement mortar beds 

Packaging 

5 US gallon (19 l) pail; 36 pails per pallet. 

Shelf Life 

Factory sealed containers of this product are guaranteed to be of 

first quality for five (5) years* if stored at temperatures >32°F 
(0°C) and <110°F (43°C). 

* High humidity will reduce the shelf life of bagged product. 

Cautions 

Consult MSDS for more safety information. 

▪ During cold weather, protect finished work from traffic until set. 

4. TECHNICAL DATA 

 

  

Carter-Dal 747  Mixed with 

Carter-Dal 1011 

 

 

  

  
Test/Test Method Results 

Shear Bond, Porcelain Tile, 28 day cureANSI A118.4 5.2.4 400–600 psi (2.76–4.14 MPa) 

Shear Bond, Porcelain Tile, Water ImmersionANSI A118.4 5.2.3 320–360 psi (2.2–2.48 MPa) 

Shear Bond, Porcelain Tile, 7 day cureANSI A118.4–5.2.2 350–370 psi (2.4–2.55 MPa) 

Water AbsorptionANSI A118.6–4.4  <4% 

Compressive StrengthANSI A118.4–6.1 5000 psi (34.5 MPa) 

TCA Service RatingASTM C–627 Extra Heavy  

Tensile BondBS 5980:1980 Class AA; 14 days 1575 N (355 lbs) 

Shear AdhesionBS 5980:1980 Class AA; 14 days 22.8 kN (5126 lbs) 

Coefficient of Linear Thermal ExpansionASTM C–531 65 x 10–7 /(°F) 117 x 10–7 /(°C) 

 

5. INSTALLATIONSurface Preparation 

All surfaces should be between 40°F (4°C) and 90°F (32°C) 

and structurally sound, clean and free of all laitance, dirt, oil, 
grease ,paint, concrete sealers, shutter oil, or curing compounds. 



Carter-Dal 747 Admix 
 

 
Data Sheets are subject to change without notice. For latest revision, check our website at www.cartel-dal.com. 

Rough or uneven concrete surfaces should be made smooth Dry, 
dusty concrete slabs or masonry should be dampened and excess 
water swept off. Installation may be made on a damp surface. 

Note: Carter-Dal 747 with 1011 does not require a minimum cure 
time for cement or concrete slabs... All slabs must be plumb and 
true to within 1/4" (6 mm) in 10 ft (3 m). Expansion joints shall 
be provided through the tile work from all construction or 
expansion joints in the substrate. “Movement Joints—Vertical & 
Horizontal”. Do not cover expansion joints with mortar. 

 

Mixing 

Stir Carter-Dal Mortar747  Admix thoroughly before use. 

Application 

Mix Carter-Dal 747 with Carter-Dal  Crete filler powder 1011, 
apply to substrate with a suitable  notched trowel and press tiles 
into fresh mortar with a twisting sliding action. Remove 
occasionally to check and ensure good contact, do not allow 
mortar to skin apply only when wet and tacky. If required back 
butter the tile also, and fill any key groves on tile with Carter-Dal 
747/1011. Support base course with batons whilst setting and 
wipe surplus from face with damp sponge. 

Hot Weather Note: The evaporation of moisture in Portland 
cement mortars is accelerated by hot, dry conditions. Apply to 
dampened surfaces and protect freshly spread mortar and  

finished work when installing in temperatures over 90°F (32°C). 

Cleaning 

Mortar 

Clean tools and tile work with water while mortar is fresh. 

Grout Primary Cleaning Remove excess grout from the face of the 
tiles with the edge of the grout float. Hold the float at a 90° angle 
and pull it diagonally across the joints and tile to avoid pulling out 
the material. 

Grout Secondary Cleaning  

Remove remaining grout with a damp sponge (not wet) or a 
damp towel. Work diagonally to the joints. Allow to dry. When the 

grout joints are firm polish the surface with a coarse nylon pad or 
coarse cloth and minimal water. 

Note: Use caution when polishing soft glazed tiles or polished 
stone. 

6. AVAILABILITY AND COST 

Availability : www.Carter-Dal.com 

Cost: www : Carter-Dal.com 

 

7. MAINTENANCE 

Carter-Dal 747   materials are premium quality 

Construction products requiring no maintenance to ensure 

performance. 

9. TECHNICAL SERVICES 

Technical assistance 

www.Carter-Dal.Com 


